
Advanced Setting Guide
Programable parameters for the Duomo CO2MC. 

 Carbon Dioxide Monitor and Controller. 

1.Temperature calibration
2. Humidity calibration
3. CO2 calibration
4. Relay contact setpoint option 1
5. Relay contact setpoint option 2
6. Relay contact setpoint option 3
7. Relay contact setpoint option 4
8. Relay contact hysteresis
9. Relay contact operation
10. Backlight operation

11. Green to yellow L.E.D. change
12.Yellow to red L.E.D. change
13. Green L.E.D. brightness
14. Red L.E.D. brightness
15. Alarm point
16. Alarm point hysteresis
17. Audible alarm
18. Measurement upper limit
19.Warm-up time
21. Self-calibration (ABC) logic
22. Altitude calibration
23. Model selection

Menu Option Range Default value
Default: 0
Default: 0
Default: 0
Default: 800
Default: 1000
Default: 1200
Default: 1400
Default: 20
Default: 1
Default: 5

Default: 1000
Default: 1400
Default: 100
Default: 100
Default: 1800
Default: 20
Default: 4
Default: 5000
Default: 60
Default: 1
Default: 0
Default: 2

Range: ± 30C
Range: ± 5%
Range: ± 200ppm
(NOTE : Using DIP switches 3 and 4 on the
P.C.B. it is possible to select one o�our
possible relay contact setpoints.
Range: 1 - 5000ppm)
Range: 1 ~ 100ppm
0 - Break in alarm 1 - Make in alarm
1 - O� 2 - Green 3 - Yellow 4 - Red
5 - Tra�c light
Range: 1 - 5000ppm
Range: 1 - 5000ppm
Range: 0 - 100
Range: 0 - 100
Range: 1 - 5000ppm
Range: 1 ~100 ppm
0 - None 1, 2, 3 - N/A 4 - Intermittent Beep
Range: 1 - 5000ppm
Range: 1 ~ 600 seconds
1 - On 2 - O�
Range: 0 ~ 32,479ft
1 - Without relay 2 - With relay
1 - Display ON  0 - Display OFF24. Temperature Display Default: 1
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Instructions for changing the parameters of the CO2MC.

1. Power down the unit
2. Remove the front cover 
3. Locate the red DIP switches on the PCB 

4. Move switch 1 on the left hand block to the ON position
5. Replace the cover and power the unit up 
a. NOTE: The unit will now be in program mode and will display the �rst option
6. Use the ‘Mode’ button on the remote control to cycle through to the required option
7. Use the ‘Temp’ up and down buttons to change the parameter
8. When you are �nished, power the unit down and move the 1st DIP switch back to the OFF 
position
9. Power the unit back up and test the changes you have made.
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